
Subwoofers

          P18 Freq. Response -3 dB
Max. / Cont. SPL 1m
Max. / Cont. Power
Sens 1W/1m

-3dB @ 21Hz
139dB / 133dB
2x 3,000 / 1,200W
102dB

  V21Freq. Response -3 dB
Max. / Cont. SPL 1m
Max. / Cont. Power

Sens 1W/1m

-3dB @ 18H
145dB / 139 dB

2x 3,200W / 2x 1,700W
106dB

            DA03-DSP Output power

Max. Output current
DSP / Pre-sets

4x 280W @ 8Ω
4x 500W @ 4Ω
25A
Yes, 24 pre-loaded

      DA08-DSPOutput power 

Max. Output current 
DSP / Pre-sets 

4x 800W @ 8Ω
4x 1,600W @ 4Ω

40A
Yes, 15 pre-loaded

          C102 Amplification
Max. / Cont. SPL 1m
Max. / Cont. Power
Sens 1W/1m

Three-way, Bi-amplified, 1x 8Ω + 1x 4Ω
137dB / 131 dB
1,800W+700W / 900W+350W
101dB

           C124Amplification
Max. /  Cont. SPL 1m

Max. / Cont. Power
Sens 1W/1m

Three-way, Quad-amplified, 2x 4Ω + 2x 8Ω
141dB / 135dB 

2x2,000+500+300W / 2x 1,000+250+150W
102dB LF, 108dB MF, 108dB HF

          C212 Amplification
Max. / Cont. SPL 1m
Max. / Cont. Power
Sens 1W/1m

         C124VAmplification
Max. / Cont. SPL 1m
Max. / Cont. Power

Sens 1W/1m

          C10 Freq. Response -3 dB
Max. / Cont. SPL 1m
Max. / Cont. Power
Sens 1W/1m

70Hz to 20kHz
127 dB / 121 dB
500W / 250W
96dB

  C28Freq. Response -3 dB
Max. / Cont. SPL 1m
Max. / Cont. Power

Sens 1W/1m

60Hz to 20kHz
133 dB / 127dB
1,200W / 600W

99dB

    V18 Freq. Response -3 dB
Max. / Cont. SPL 1m
Max. / Cont. Power
Sens 1W/1m

    -3dB @ 18Hz
    143 dB / 137 dB
    2x 3,000W / 1,200W
    105dB

Three-way
Quad amplified

Three-way
Quad amplified

Two-way
Bi- amplified

Three-way
Bi-amplified

Behind Screen

Amplifiers

Above Screen

Surrounds - Heights

Two-way, Bi-amplified, 1x 4Ω +1x 16Ω
137dB / 131dB
1x 1,600W+1x 240W / 1x 800W+1x 120W
99dB

Three-way, Quad-amplified, 3x 8Ω+1x 16Ω
141dB/ 135dB

2x 1,600+500+300W / 2x 800+250+150W
100dB LF, 108dB MF, 108dB HF
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