
Amplifier Recommendation

V2.1 |  February 2023V2.1 |  February 2023

Specifications subject to change.               ©2023 Procella Audio Svenska AB, Procella Audio USA, LLC. All rights reserved. V2.0   2023/02

P880 (V15+P28) 2ch DA08-DSP
P815 (P15Si + P8) 2ch DA08-DSP*  OR  2ch DA03-DSP*
P610 (P10Si + P6Mk2) 2ch DA03-DSP
P628 (2x8” + P6Mk2) 2ch DA03-DSP

V21    (Dual 21” V-configuration) 2ch DA08-DSP
V18    (Dual 18” V-configuration) 2ch DA08-DSP
P18    (Dual 18”) 2ch DA08-DSP
V15    (Dual 15” V-configuration) 1ch DA08-DSP*  OR  2ch DA03-DSP*
P15    (Dual 15”) 1ch DA08-DSP*  OR  2ch DA03-DSP*

P18Si (Single 18” bass unit) 1ch DA08-DSP
P15A (single 15”, built-in amp) Built-in 350W
P15Si (Single 15” bass unit for P815) 1ch DA08-DSP*  OR  1ch DA03-DSP*
P10Si (Single 10” bass unit for P610) 1ch DA03-DSP

P1 1ch DA03-DSP
P5 / P5V 1ch DA03-DSP
P6 / P6V 1ch DA03-DSP
P8 1ch DA03-DSP
P28 1ch DA08-DSP*  OR  1ch DA03-DSP*

P5iCW 1ch DA03-DSP
P6iW 1ch DA03-DSP
P8iCW 1ch DA03-DSP

* depending on the roomsize / listening position in combination with the desired SPL


